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EXHIBIT ONE / TECHNICAL SPECIFICATIONS

60-MLG
60 in. Magnetic Low Gloss / Projection Dry Erase

PROPERTY SPECIFICATION / RESULT TEST METHOD

Width 59-60 in.

Total thickness 30 mil

Total weight 40.00 oz / sq yd; 22.22 oz / lin ft

Composition PET / magnet-receptive steel sheeting / 100% polyester
textile backing

Finish Low gloss / projection product; confirm finish with a sample

Flame resistance Class A ASTM E-84

Solvent resistance 1,000 double rubs with MEK ASTM D 4752

Colorfastness Class 4.5-5 at 200 AFU AATCC 16E

Abrasion resistance 20,000 double rubs / Wyzenbeek ASTM D 3597

Environmental information
- Free of PVC, DEHP, formaldehyde and phthalates
- Low-emitting material (CA 01350)
- Prop 65 compliant
- EU RoHS Directive 2015/863: pass for 10 named chemicals
- ISO 14001:2015 environmental management system certification listed in the supplied sheet
- Approx. 50% pre-consumer and 30% post-consumer recycled content

Specified width is 59-60 inches. Confirm usable width, roll length and finish before finalizing project quantities.

Source: manufacturer specification supplied September 22, 2026.


